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Fl02
Flat roofs

Warm deck single ply membrane
J42 Single layer polymeric sheet roof coverings
To be read with Preliminaries/General conditions. The details contained within this proposal are based on information available at the time of writing and covers the installation of Knauf Insulation products. Knauf Insulation cannot be held responsible for unknown site conditions or for the performance of materials within the system other than those manufactured, supplied or branded by Knauf Insulation. The requirements of all relevant British Standards and Industry Codes of Practice should be complied with at all times. All clauses that are not applicable should be deleted.

TYPES OF ROOF COVERING

110 WARM DECK ROOF COVERING________
Substrate: ________ 

Preparation: ________ 

Roof covering system: ________ 

Lower protection layer (loose laid): ________ 

Vapour control layer: ________ 

Insulation: ________ 

Separating layer (loose laid): ________ 

Waterproof membrane: ________ 

Width: ________ 
Thickness: ________ 

Colour: ________ 

Upper protection layer (loose laid): ________ 

Surface protection: ________ 

Accessories: ________ 
PRODUCTS

395 VAPOUR CONTROL LAYER

Type: ________ 

Manufacturer: ________ 

Product reference: ________ 

Thickness: ________ 

Vapour resistance: ________ 
415 EXTRUDED POLYSTYRENE (XPS) WARM DECK ROOF INSULATION

Standard: To BS EN 13164 

Manufacturer: Knauf Insulation Ltd, PO Box 10, Stafford Road, St Helens,
Merseyside, WA10 3NS, Tel: 01744 766600, Web: www.knaufinsulation.co.uk  
E-mail: tech@knaufinsulation.com  

Product reference: Polyfoam Roofboard Standard 
50 year compression under load (BS EN 1606): Maximum 2% compression under 60kPa
Grade: 200kPa 

Edges: Ship Lap Rebated 
Thickness: 35mm/50mm/60mm/75mm 

Water Vapour Resistivity: 480MNs/gm 

Product reference: Polyfoam Roofboard Extra 
50 year compression under load (BS EN 1606): Maximum 2% compression under 120kPa
Grade: 300kPa 

Edges: Ship Lap Rebated 
Thickness: 50mm/60mm/75mm/110mm/120mm/130mm/140mm 

Water Vapour Resistivity: 600MNs/gm 

Product reference: Polyfoam Roofboard Super 
50 year compression under load (BS EN 1606): Maximum 2% compression under 175kPa
Grade: 500kPa 

Edges: Ship Lap Rebated 
Thickness: 50mm/75mm/100mm 

Water Vapour Resistivity: 600MNs/gm 
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