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Pr06
Pitched roofs – rafter level
Between and below rafters with insulated plasterboard                                        
P10 Sundry insulation/ proofing work/ fire stops
SUNDRY INSULATION/ PROOFING WORK
To be read with Preliminaries/General conditions. The details contained within this proposal are based on information available at the time of writing and covers the installation of Knauf Insulation products. Knauf Insulation cannot be held responsible for unknown site conditions or for the performance of materials within the system other than those manufactured, supplied or branded by Knauf Insulation. The requirements of all relevant British Standards and Industry Codes of Practice should be complied with at all times. All clauses that are not applicable should be deleted.

140 INSULATION FITTED BETWEEN RAFTERS

Material: Earthwool® glass mineral wool manufactured with ECOSE® Technology
Standard: To BS EN 13162 

Manufacturer: Knauf Insulation Ltd, PO Box 10, Stafford Road, St Helens,
Merseyside, WA10 3NS, Tel: 01744 766600, Web: www.knaufinsulation.co.uk
E-mail: tech@knaufinsulation.com 
Product reference: Earthwool® Room-in-Roof Roll 32 – with ECOSE® Technology
Thickness: 100mm 
Product reference: Earthwool® Room-in-Roof Roll 37 – with ECOSE® Technology
Thickness: 100mm/160mm/200mm
Installation requirements: 

Joints: Butted, no gaps 

Fasteners: Used where necessary to retain insulation and/ or prevent slumping 

Air space above insulation: Not restricted 

Eaves ventilation: Unobstructed Fire Performance: Euroclass A1 to BS EN ISO 13501-1 and Class ‘O’ to the Building Regulations
Environmental Performance: Zero ODP and Zero GWP
 

140 INSULATION FITTED BETWEEN RAFTERS

Material: Extruded Polystyrene 

Standard: To BS EN 13164 

Manufacturer: Knauf Insulation Ltd, PO Box 10, Stafford Road, St Helens, 
Merseyside, WA10 3NS, Tel: 01744 766600, Web: www.knaufinsulation.co.uk 
E-mail: tech@knaufinsulation.com
Product reference: Polyfoam Raftersqueeze 

Thickness: 50mm/65mm/75mm  
Installation requirements: 

Joints: Butted, no gaps 

Fasteners: Used where necessary to retain insulation and/ or prevent slumping 

Air space above insulation: Not restricted 

Eaves ventilation: Unobstructed 
 

310 VAPOUR CONTROL LAYER FIXED TO TIMBER STUDS/ JOISTS/ FRAMING

Material: _______ 

Manufacturer: ________ 

Product reference: _______ 

Minimum vapour resistance: _______

Moisture content of timber at time of fixing (maximum): 20% 

Installation requirements: 

Setting out: Joints minimized 

Method of fixing: Staples at 250 mm centres maximum along all supports. Membrane not 

sagging 

Joints: At supports only, lapped 150 mm minimum 

Openings: Membrane fixed to reveals 

Joints and edges: Sealed with double sided tape with vapour resistivity not less than the 

vapour control layer 

Penetrations: Sealed 

320 BREATHER MEMBRANE

Material: Breather membrane with a polypropylene non woven coating on both sides 

Manufacturer: Knauf Insulation Ltd, PO Box 10, Stafford Road, St Helens,
Merseyside, WA10 3NS, Tel: 01744 766600, Web: www.knaufinsulation.co.uk
E-mail: tech@knaufinsulation.com 

Product reference: Knauf Breatheline 

Installation requirements: 

Setting out: Joints minimized. Membrane to form a continuous barrier to prevent water, 

snow and wind blown dust reaching the substrate 

Method of fixing: _______ 

Joints: Lapped 100mm minimum horizontally and 150 mm minimum vertically – dependant on pitch 
Openings: Membrane fixed to reveals 

Bottom edges: Membrane lapped over flashings, sills, etc. to allow free drainage to the 

exterior 

Penetrations: Sealed 
K10 Plasterboard dry linings/ partitions/ ceilings

To be read with Preliminaries/General conditions. The details contained within this proposal are based on information available at the time of writing and covers the installation of Knauf Insulation products. Knauf Insulation cannot be held responsible for unknown site conditions or for the performance of materials within the system other than those manufactured, supplied or branded by Knauf Insulation. The requirements of all relevant British Standards and Industry Codes of Practice should be complied with at all times. All clauses that are not applicable should be deleted.
TYPES OF DRY LINING
205 LINING ON TIMBER_________

Background: rafters at centres to be determined 

Metal resilient (acoustic) bars: Not required 

Linings: First layer Polyfoam Linerboard; face layer 9.5mm plasterboard 

Insulation thickness: 17.5mm/25.5mm/30.5mm/36mm/45.5mm
Fixing: Screws 

Finishing: Skim coat plaster 

Primer/ Sealer: As recommended by board manufacturer for vapour control 

Accessories:  

Other requirements: 
INSTALLATION

335 ADDITIONAL SUPPORTS

Framing:
Accurately position and securely fix to give full support to: Partition heads running parallel with, but offset from main structural supports. Fixtures, fittings and service outlets. Mark framing positions clearly and accurately on linings. Board edges and lining perimeters, as recommended by board manufacturer to suit type 
435 DRY LININGS GENERALLY

General: Use fixing, jointing, sealing and finishing materials, components and installation 

methods recommended by board manufacturer 

Cutting plasterboards: Neatly and accurately without damaging core or tearing paper facing 

Cut edges: Minimize and position at internal angles wherever possible. Mask with bound 

edges of adjacent boards at external corners 

Fixings boards: Securely and firmly to suitably prepared and accurately levelled backgrounds 

Finishing: Neatly to give flush, smooth, flat surfaces free from bowing and abrupt changes of 

level 

510 SEALING GAPS AND AIR PATHS

Location of sealant: To perimeter abutments and around openings. 

Pressurized shafts and ducts: At board-to-board and board-to-metal frame junctions
Application: To clean, dry and dust free surfaces as a continuous bead with no gaps 

Gaps greater than 6 mm between floor and underside of plasterboard: After sealing, fill with 

jointing compound 

570 HORIZONTAL JOINTS

Surfaces exposed to view: Horizontal joints not permitted. Seek instructions where height of 

partition/ lining exceeds maximum available length of board 

Two layer boarding: Stagger joints between layers by at least 600 mm 

Edges of boards: Support using additional framing 

Two layer boarding: Support edges of outer layer 
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