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Pr13
Pitched roofs – rafter level
Vapour permeable underlays
P10 Sundry insulation/ proofing work/ fire stops
SUNDRY INSULATION/ PROOFING WORK

To be read with Preliminaries/General conditions. The details contained within this proposal are based on information available at the time of writing and covers the installation of Knauf Insulation products. Knauf Insulation cannot be held responsible for unknown site conditions or for the performance of materials within the system other than those manufactured, supplied or branded by Knauf Insulation. The requirements of all relevant British Standards and Industry Codes of Practice should be complied with at all times. All clauses that are not applicable should be deleted. 
320 BREATHER MEMBRANE

Material: Breather membrane with a polypropylene non woven coating on both sides 

Manufacturer: Knauf Insulation Ltd, PO Box 10, Stafford Road, St Helens,
Merseyside, WA10 3NS, Tel: 01744 766600, Web: www.knaufinsulation.co.uk
E-mail: tech@knaufinsulation.com 

Product reference: Knauf Breatheline 

Installation requirements: 

Setting out: Joints minimized. Membrane to form a continuous barrier to prevent water, 

snow and wind blown dust reaching the substrate 

Method of fixing: _______ 

Joints: Lapped 100mm minimum horizontally and 150mm minimum vertically – dependant on pitch 

Openings: Membrane fixed to reveals 

Bottom edges: Membrane lapped over flashings, sills, etc. to allow free drainage to the 

exterior 

Penetrations: Sealed 

KNAUF INSULATION LTD.
PO BOX 10, STAFFORD ROAD, ST HELENS, MERSEYSIDE, WA10 3NS, UK.

TEL: 01744 24022 FAX: 01744 612007 www.knaufinsulation.co.uk
TECHNICAL ADVISORY CENTRE TEL 01744 766666 FAX 01744 766667 E MAIL tech@knaufinsulation.com
REGISTERED OFFICE: STAFFORD ROAD, ST HELENS, MERSEYSIDE WA10 3NS, UK, REGISTERED IN ENGLAND, COMPANY NUMBER 1926842

P10/NBS Version/March 2008


[image: image1][image: image2.png]